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SPRINKLERS

Orbita

Micro Sprinklers
ADJUSTABLE

Black Base - Black Rotor

STANDARD

Blue Base

INVERTED

Red Base

ADJUSTABLE

Yellow Base - Blue Rotor

STANDARD

Red Base

INVERTED

Green Base

MICRO SPRINKLERS

METRIC PERFORMANCE DATA

STANDARD INVERTED
SPIKE

VARIABLE
200 mm 310 mm

Tested 0.2 m

above Ground Level

Tested 0.8 m

above Ground

Level

Tested 2 m

above Ground

Level

Tested 0.3 m

above Ground

Level

Tested 0.4 m

above Ground

Level

Tested 0.2 m

above Ground Level

F
IX
E
D
 F
L
O
W

BASE COLOUR AND

JET OUTLET SIZE

PRESSURE FLOW RATE
DIAMETER

OF THROW

STREAM

HEIGHT
DIAMETER OF THROW DIAMETER OF THROW

DIAMETER

OF THROW

STREAM

HEIGHT

(kPa) (lph) (m) (m) (m) (m) (m) (m)

BROWN

0.9 mm

100 31 5.3 0.2 4.0 5.4

125 35 5.5 0.3 4.1 5.7

150 38 5.6 0.4 4.2 5.8

BLUE

1.0 mm

100 36 5.4 0.2 4.1 5.6

125 42 5.6 0.3 4.2 5.8

150 47 5.7 0.4 4.3 5.9

GREEN

1.3 mm

100 60 6.0 0.4 4.2 5.7

150 74 6.7 0.5 4.5 6.1

200 86 7.2 0.5 4.8 6.5

RED

1.5 mm

100 82 6.4 0.4 4.4 5.9 6.5 6.6

150 101 7.3 0.5 4.8 6.5 7.4 7.5

200 117 8.0 0.5 5.1 7.0 8.1 8.2

ORANGE

1.8 mm

100 109 6.8 0.4

150 133 7.7 0.5

200 154 8.4 0.5

GREY

2.0 mm

100 124 6.9 0.5

150 154 7.8 0.5

200 179 8.6 0.5
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BLACK

Adjustable to max

1.5 mm

100 0 - 77 0 - 6.3 0 - 0.4

150 0 - 94 0 - 7.2 0 - 0.4

200 0 - 105 0 - 7.9 0 - 0.4

YELLOW

Adjustable to max

1.5 mm

100 0 - 77 0 - 6.3 0 - 0.4

150 0 - 94 0 - 7.2 0 - 0.4

200 0 - 105 0 - 7.9 0 - 0.4
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Recommended operating pressure is indicated by  the rows highlighted in blue


