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Conductor Copper Clad Aluminium Parameter Unit Value

1x0,60 mm Nominal Voltage U°/U V 200

Min. Ø of wires in each point 
= 0,58 mm

Test voltage (1min./50 Hz) V 1200

PE Max. electrical resistance at 20°C Ω/km 154
Thickness > 0,20 mm Ø 
= 1,00 mm

Min. insulation resistance at 20°C MΩ.km 200

Assembly Helicoidal under PES Tape

Copper Clad Aluminium drain wire 
1x0.50 mm
Overall Aluminium/Polyester foil 
(uncoloured)

N°1 White

Coverage 100% N°2 Red

Rip cord White synthetical fibres N°3 Yellow

PVC – White RAL 9003 N°4 Green

Thickness: 0,7 mm N°5 Grey

(round cables are expected with semi-
lose extrusion)

N°6 Orange

N°7 Light Blue

Temperature Range -10°C/E +80°C

Minimum bending radius 10 x Ø

Outer diameter (mm)

+/- 3%

4C0.6 4,2

6C0.6 4,8

10C0.6 6

14C0.6 7

Insulation

ALARME RIGID CCA XXx0,60
Alarm cable with drain wire and overall Aluminium/Polyester shield. XX x 0,60 mm

Copper Clad Aluminium conductors – White PVC outer sheath.

Electrical dataConstruction

Diameter

14x0,60

10x0,60

6x0,60

4x0,60

Number of insulated conductors

N°10 Black

N°11 Dark Blue

Shielding

Outer sheath

REFERENCE
Section (mm)

Colour Code

TECHNICAL DATA SHEET

Cable alarme Rigid  CCA XXX 0,60 – WW/YR - HG - xxxM
Marking 

(kg/km)

APPROX. WEIGHT

Mechanical Data

N°12 Pink

N°13 White/Brown

N°14 White/Purple

N°8 Brown

N°9 Purple
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